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Horizon 900

External Mount Antenna

Serial Port w/Surge Protection

Omni-Directional Antenna
(with 16 in. pigtail)                             

(AA20Es900)

Antenna Port 1

Serial Interface Cable
(AA09.1 - 50 ft. maximum)

Cable RS-232, RJ-45/DB9F 

(AA0621.1)

RS-232C                              

Serial Interface Cable

Directional Antenna
(with 36 in. pigtail)                      

(AA203Es900)

Weatherproof 

Boot

In Building

LAN 

Interface

(AA09.2)

Earth Ground

Ethernet Surge 

Protection                

(AA166)

Ethernet Cable

(AA09.2)

Caution

To comply with the FCC 

exposure compliance 

requirements, a separation 

distance of at least 20 cm 

must be maintained 

between the antenna and 

all persons.

Weatherproof 

Front Cover*

Weatherproof Boot*

Weatherproof Boot*

Pole Mounting Brackets*                   

(For 1.25” to 2.25” poles)

PoE Ethernet Cable
(AA09.1 - 300 ft. maximum)

Fully Assembled

Pole Mount Kit

With included

Solar Shield

Direct Pole Mount

Pole Mounting Kit (AA195PM)

* Parts Included in Pole Mount Kit

Individual components not sold separately

Voltage Input

100-240 VAC (AA175.5)

18-36 VDC (AA175.6)

PoE+ Injector

Power Supply


